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DSAFETY SEAL’

BEFORE REPAIRING TIRES WITH SAFETY SEAL® PLEASE READ CLOSELY THE FOL-
LOWING INSTRUCTIONS AND CAUTIONS.
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After locating the puncture, remove
the object, closely noting its path.
Should the puncture be larger than
Vain., orif there is evidence of excess-
ive carcass damage or if the puncture
path is not straight, the tire must be
removed for internal examination.
Ifthereisany question asto the direc-
tion of the path of the puncture, insert
the needle with a small amount of
LUBE. The needle will follow the
path without creating a new hole.

To repair the puncture first remove
the Safety Seal® by peeling back the
corners of the protective blue paper
and pulling the Safety Seal® down
and away from the paper.

Safety Seal® is inserted into the tool
so that equal parts are evident on
each side of the needle.

Place a small amount of LUBE on the
tip of the insertion NEEDLE.

Having located the puncture, re-
inflate the tire and insert the Safety
Seal® into the puncture. Only one
Safety Seal® repair should be used
in a puncture.

Applying firm pressure, insert the
Safety Seal® tool with the repair into
the tire until the sleeve touches the
tire. If undue pressure is required,
the Safety Seal® probe may be
needed. *See Repairing Small Punc-
tures section.

Grip the edge of the sleeve and hold it
against the repaired area. Remove
the tool by pulling away while hold-
ing the sleeve secure against the tire.
Do not twist the tool when removing.







